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4.4: Example 9- Displaying your own custom graphics & logo 
4.4.1: Software operation 
 

 
 
 

 
 
 

 
 
 

4.4.2: Remote control operation 
 
In order to get a graphic for displaying between any messages, user should firstly enter the Edit 
mode at the desired location, press GRA and cycle through the functions and press ENT when the 
display shown ″GET GRAPH″. All preset graphics will cycle through with the key PREV or NEXT 
pressed. Press ENT for the right one. 

(1) Right click the 
mouse, then select 
Insert user_defined 
graphic to add your 
own graphic. 
Note: Change graphic 
set is not applicable in 
this manual. 

(2) Select your own 
graphic and then click 
Insert. 

(3) Your graphic is inserted in 
FILE01 
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5: Other Timer Options 
 

5.1: Software operation 
 

 
 

 
 

 
 
 

 
 
 
Note that:  You may only set the timer functions while running your message sign. 

The sign will alarm for 10 times 

The interval of each two alarms 
is 1 minute. 

Click it to set the hourly alarm on. 

To power on the sign at 
08:00 automatically 

To power off the sign at 18:30 
automatically. 
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5.2: Remote control operation 
 
To select the timer function while in edit mode at the end of a message is fine, press the TIME key. 
Press the NEXT and PREV keys to cycle through the timer functions and press the ENT key to 
make your selection 
 
 
Function Description 

SET TIME Adjust the Real Time Clock 

SET DATE Adjust the Date 

ALARM Set alarm times and interval 

HOUR ALARM  Set the hourly alarm On/Off  

12H MODE If selected, the time will be displayed in 12-hour format  
(Note: while programming, always enter the time in 24-hour format) 

24H MODE If selected, the time will be displayed in 24-hour format 

ADD TIME Add a time display screen in the data file 

ADD DATE Add a date display screen in the data file 

OFF TIME Tums off at the programmed time of day 

ON TIME Tums on at the programmed time of day 
 
Additional Tips On Alarm Setting- 
 
When you select the Alarm option, the sign will indicate C: XXXM: XXX. 
Where XXX is a number from 000 to 255. 
C is the total times of the alarm to be activated, and M is the time interval between two activations. 
 
Example- 
 
C: 123M: 001 - this means that there will be 123 times of alarm signal, and the time interval 
between each alarm signals will be 1 minute. 
 
 
Note that:  You may only set the timer functions while running your message sign. 
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Appendix A: Additional Programming Tips 
 
Function Code Definition Possibilities Control 

Cyclic [CYCLIC] 
Immediate [IMMED] 
Open from Right [OPEN←] 
Open from Left [OPEN→] 
Open from center [OPEN<>] 
Open to Center [OPEN><] 
Cover from Center [COVER<>] 
Cover from Right [COVER←] 
Cover to Left [COVER→] 
Cover to Center [COVER><] 
Scroll Up [SCROLL↑] 
Scroll Down [SCROLL↓] 
Interlace to Center [INTER><] 
Interlace Cover [INCOVER><] 
Cover Up [COVER↑] 
Cover Down [COVER↓] 
Scan Line [SCANLN] 
Explode [EXPLODE] 
Pac Man [PACMAN] 
Fall & Stack  [FALL] 
Shoot  [SHOOT] 
Flash [FLASH] 
Random [RANDOM] 
Slide in [SLIDE IN] 

METHOD Display Option 

Auto (Note: It is appeared in 
window software only, but not 
available in remote control.) 

[AUTO] 

COLOR Alters the color of text See Appendix B 
5×6 Short [5×6] 
5×11 Short & Wide [5×11] 
7×6 (Default) [7×6] 
7×11 Wide [7×11] 
7×9 [7×9] 
7×17 Extra Wide [7×17] 

FONT Changes the shape and size 
of characters 

Small Fonts [Small] 
Speed 1 (Fastest) [SPEED 1] 
Speed 2 [SPEED 2] 
Speed 3 [SPEED 3] 
Speed 4 [SPEED 4] 
Speed 5 [SPEED 5] 
Speed 6 [SPEED 6] 
Speed 7 [SPEED 7] 

SPEED Change the scrolling speed 
of the display 

Speed 8 (Slowest) [SPEED 8] 
[GRAPH A] 
[GRAPH B] 
[GRAPH C] 
[GRAPH D] 
[GRAPH E] 
[GRAPH F] 
[GRAPH G] 

Editable by user 

[GRAPH H] 
City [GRAPH I] 
Car [GRAPH J] 
Vessel [GRAPH K] 

GRAPHICS 

Non-editable by user 

Tel [GRAPH L] 
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Nature [GRAPH M] 
Ship [GRAPH N] 
Swim [GRAPH O] 
Cat [GRAPH P] 
MERRY X`MAS [ANIM 1] 
HAPPY NEW YEAR [ANIM 2] 
4TH JULY [ANIM 3] 
HAPPY EASTER [ANIM 4] 
HAPPY HALLOWEEN [ANIM 5] 
DON`T DRINK & DRIVE [ANIM 6] 
NO SMOKING [ANIM 7] 

PHRASE Generate an animated 
pre-programmed display 

WELCOME [ANIM 8] 
Pauses for 2 second delay [PAUSE 1] 
Pauses for 3 second delay [PAUSE 2] 
Pauses for 4 second delay [PAUSE 3] 
Pauses for 6 second delay [PAUSE 4] 
Pauses for 10 second delay [PAUSE 5] 
Pauses for 20 second delay [PAUSE 6] 
Pauses for 30 second delay [PAUSE 7] 

PAUSE Generate a pause within the 
programmed message 

Pauses for 60 second delay [PAUSE 8] 
                                     

Appendix B: Listing Of Color 
 
Color Name Display Code 
Red [RED] 
Bright Red [RED] * 
Orange [ORA] 
Bright Orange [ORA] * 
Yellow [YEL] 
Bright Yellow [YEL] * 
Green [GRE] 
Bright Green [GRE] * 
Layer Mix (Rainbow) [MIX] 
Bright Layer Mix (Rainbow) [MIX] * 
Vertical Mix [MIX] 
Saw Tooth Mix [MIX] 
Green on Red [MIX] 
Red on Green [MIX] 
Orange on Red [MIX] 
Yellow on Green [MIX] 

 

 The color of the dots will not change, except the brightness 
 
Appendix C: Listing Of International Characters 
 
English Character International Characters
A Ä Å Æ
C Ç Ć
E É
N Ñ
O Ö Ó
S Ś
U Ü
Z Ż Ź
a â ä à å æ á 
c Ç
e é ê ë è 
i ï î ì í
n ñ ń
o ô ö ò ó
t 
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u ü û ù ú
y Ÿ
Space α β Γ π Σ σ µ τ Φ θ Ω ∞ δ φ
? ¿
$ ¢ £ ¥ Pt ƒ €

 

Appendix D: Listing Of Symbol Characters 
 
Note: The actual symbol appear in brackets (“[  ]”) during the programming mode 
 
Sunny Cloudy Rainy Clock 
Phone Glasses Faucet Rocket 
Alien Key Sweater Helicopter 
Car Tank House Teapot 
Trees Duck Motorcycle Bike 
Crown Hearts Right Arrow Left Arrow 
Lower Left Arrow Upper Left Arrow Mug Chair 
Shoe Martini Glass   

 

Appendix E: Change Password 
 
Step Keys to press Explanation Display 
1. PROG Enter Edit mode OPEN : ?? 
2. 00 ENT Enter file 00 OLDFIL [CYCLIC] 

3. Press → while the ALT 
is being hold Fast shift  

4. Repeat step 3 

A few times until you reach to the end 
of the file, this is to make sure you will 
not modify the content of the file while 
doing password change 

 

5. CPW Enter password mode UNUSE PASS 
6. NEXT  USE PASS 
7. NEXT  RES PASS 
8. NEXT Change password CHANGE: *** 
9. AAA ENT Change the password to AAA AGAIN: *** 

10.  AAA ENT Confirm the password You have changed the password to 
AAA. 

*** Note: If for any reason the password is lost or forgotten, you must access the DIP switch in the 
back of the sign unit (not the remote control) and move Switch 8 to ON. 
 
Troubleshooting 
 

No display 

-Check if the power socket located at the back of the sign is connected. 
-Check if the AC power plug is plugged into the wall outlet. 
-Check if the main power of the AC outlet is normal. 
-Check if the auto on/auto off time setting is correct. 

Not response to 
remote control 

-Check if the batteries of the remote control still have enough energy. If user is not 
sure, please replace all the batteries. 
-Check if the batteries of the remote control are placed at right polarity. Please follow 
the markings in the battery compartment. 
-Check if there is anything between the remote and the sign blocking the remote 
signal. 

No display but 
response to the 
remote control  

-Check if the auto on/auto off time setting is correct. 
-Check if the data in the files are valid. 
-If you are not sure, you can enter the edit mode and press ‘CLR’ key of the remote 
control, select ‘DEL ALL’ to erase all data, this will reset the sign to display the default 
demo messages. 

If the above procedures do not work, please contact your dealer. 
 

7 SERIES LED MOVING SIGN

25




